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Professional

Quality

Process Pressure Gauge

Phenolic Case, Stainless Steel (316) Moving Parts & Connections

Specifications:
Dial Size:
Connection:
Accuracy:

Range:

Working Pressure:

Scale:

Operating Temp:
Case:

Bourdon Tube:
Moving Wetted Parts:
Pointer:

Window:

Oil Cap:

Liquid Fillable:

Dial Options:

Applications

4-1/2” Dial Size

Bottom Mount, 1/2" NPT Stainless Steel (316)
+/- 1% (Full scale to ASME B40.1 standard
Vacuum/Compound to 15,000PSI

Maximum 75% of full scale value

Single Scale — PSI (Dual Scale or Custom Dial Special
Order)

Ambient: -40°F - 140°F, Medium: 140°F

Polypropylene case for protection in harsh environments
Stainless Steel (316)*

Stainless Steel (316)*

Aluminum Alloy*

Safety Glass

Rubber Black

Optional ail fillable helps dampen the effect of vibration
and pulsation; lubricates the movement and extends the
life of gauge.

Custom Dial Printing Options

Suitable for non-clogging corrosive media in Refineries,
Chemical, Petrochemical plants, Offshore Oil Rigs, Water
and wastewater pressure control, Mining, Equipment
)genics
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412" in 5.12 5.3 3.27 0.55 1.2
mm 130.05 134.62 83.06 13.97 30.48

available by special order.

*Information provided here may change without notification. Other Sizes and ranges are
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4-1/2"
Range Part #
-30HG/0 PPG455L-V00
-30HG/15 PSI PPG455L-V15
-30HG/30 PSI PPG455L-V30
-30HG/60 PSI PPG455L-V60
-30HG/100 PSI PPG455L-V100
-30HG/160 PSI PPG455L-V160
15 PSI PPG455L-015
30 PSI PPG455L-030
60 PSI PPG455L-060
100 PSI PPG455L-100
160 PSI PPG455L-160
200 PSI PPG455L-200
300 PSI PPG455L-300
400 PSI PPG455L-400
500 PSI PPG455L-500
600 PSI PPG455L-600
1,000 PSI PPG455L-K01
1,500 PSI PPG455L-K015
2,000 PSI PPG455L-K02
3,000 PSI PPG455L-K03
4,000 PSI PPG455L-K04
5,000 PSI PPG455L-K05
6,000 PSI PPG455L-K06
7,500 PSI PPG455L-K075
10,000 PSI PPG455L-K10
15,000 PSI PPG455L-K15

*California Prop 65 WARNING: This product can expose you to chemicals such as lead, which is known to the State of California to cause cancer, birth defects or reproductive harm.
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