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Part # Size A B Part # Size A B 
VCSL1-025 1/4" 1.94 1.18 VCSL1-125 1 1/4" 3.23 2.38 
VCSL1-038 3/8" 2.13 1.36 VCSL1-150 1 1/2" 3.66 2.80 
VCSL1-050 1/2" 2.24 1.36 VCSL1-200 2" 3.94 3.43 
VCSL1-075 3/4" 2.52 1.63 VCSL1-250 2 1/2" 4.72 4.72 
VCSL1-100 1" 2.95 1.89 VCSL1-300 3" 5.51 5.51 

 

Description Material 
Body SS 316 (CF8M) 
Cap SS 316 (CF8M) 
Stem SS 316/SS 304 

Gasket PTFE 
 

Part # Size L D lbs 
VCSL1K-025 1/4" 2.00 0.39 0.29 
VCSL1K-050 1/2" 2.30 0.59 0.37 
VCSL1K-075 3/4" 2.42 0.75 0.51 
VCSL1K-100 1" 2.87 0.98 0.71 
VCSL1K-125 1 1/4" 3.35 1.26 1.06 
VCSL1K-150 1 1/2" 3.88 1.50 1.70 
VCSL1K-200 2" 4.33 1.89 2.31 
VCSL1K-300 3” 6.80 5.25 11.00 

 

Description Material 
Body SS 316 (CF8M) 
Cap SS 316 (CF8M) 
Disc SS 316 (CF8M) 

Gasket PTFE 
Spring SS304 

 

Stainless Steel In-Line Spring-Assisted Check Valves 
(SS316) – 2 piece 

Features 
 S.S. 316 investment cast body 
 ANSI Class 150 lb. 
 Suitable for full range of liquids and gas 
 Temperature range: -40°F to 400°F 
 100% individually tested 
 NPT threaded ends to ANSI B1.20.1 

 
 

Dimensions 

 

Stainless Steel (316) In-Line Spring-Assisted Check 
Valve – 2 piece 1,000 PSI (WOG) 

Features 
 1,000 PSI (WOG) 
 S.S. 316 investment cast body 
 ANSI Class 150 lb. 
 Suitable for full range of liquids and gas 
 Temperature range: -40°F to 400°F 
 100% individually tested 
 NPT threaded ends to ANSI B1.20.1 

 
 

Dimensions 
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